Cold Starting: Easy!
1. Mixture Rich
2. Prop: full forward
3. Master on
4. Boost pump on
5. Throttle: Pump full forward and then full back 2 times when it's warm out, 3 times when it's cold out
6. Boost pump immediately OFF.
7. Crank starter IMMEDIATELY
8. When engine catches, release starter key, move throttle mildly until engine running is assured and then lean mixture until you see a rise in RPM.

**Hot Start: Not so Easy!
1. DO NOT TOUCH MIXTURE. LEAVE IN IDLE CUTOFF.
2. Master on.
3. Crack Throttle 1/4" (Hopefully you remembered to shut down the engine at 1000 RPM, which requires no guess work for the setting!!)
4. Engage starter.
5. When engine begins to catch, immediately enrichen mixture and then immediately move throttle in about 2” until running and pull back to 1000 RPM. 
6. Once engine is running, lean mixture back until you get a raise in RPM.

**IF YOU DON'T MOVE QUICKLY ENOUGH TO GET THE ENGINE STARTED THE FIRST TIME WHEN WARM, THEN YOU SHOULD DO A FLOOD START, SO ATTEMPT TO GET HER RUNNING THE FIRST TIME.

Flood Start
1. Mixture Rich
2. Throttle Full Forward (firewall the throttle)
3. Boost Pump ON 3-5 seconds
4. Boost Pump off immediately
5. Keep Throttle Full Forward
6. Mixture Lean
7. Immediately engage starter
8. Once engine begins to catch, immediately richen mixture with the right hand, and retard throttle with the left hand.
9. Do number 6 in the Hot Start Section above.

